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LORO-VERSAL-ABL.DRUCKSTR.F.UMKEHRD.M.KLE

LORO-VERSAL drain for pressurised inverted roof with clamping flange screen unit 2120 mm DN 70

Opis

LORO-VERSAL siphonic drain base unit for inverted roof, for siphonic flow with planned completely filled pipe, according to
DIN EN 1253 with raised quality standard, with clamping flange as fixed and loose flange construction, made of stainless steel,
with thermal insulation, consisting of drain pot, air strainer and loose flange and strainer unit for inverted roof, for installation
height 210 mm, consisting of strainer basket and strainer cover, made of stainless steel, DN70
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EDV—Art.Nr. 19097.000X

EDV-ArtNr. 190920008 &

EDV-ArtNr. 21905.125K

Kompressionsdichtun
EDV-ArtNr. 21810.150K

T EDV-ArtNr. 19085.000X

Ablauftopf DN70
EDV-Art.Nr. 19038.070X
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Rysunek wymiarowy (PDF)

CAD 2D (DXF)

Broszura (PDF)
CAD (DWG)

Dane artykutu
Kod EAN 4038088093832

Klasa ETIM EC011398
Srednica nominalna DN 70

Wymiary zewnetrzne 330 x 330 x 507 mm
(WxSxD)

Waga 5,50 Kg (STK)
Grupa produktéw 4
Numer taryfy celnej 73089098

Materiat /| Kolor Edelstahl, Silber

Wskazowki dotyczace uzytkowania
kein Verwendungshinweis notwendig

Certyfikat (PDF
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