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Articulo 19545.070X
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LORO-VERSAL SCHNELLABL.-GRUNDEINH.F.UMKE

LORO-VERSAL Quick Drain Basic Unit for Inverted Roofs made of stainless steel with heat insulation and
heating DN 70

Descripcion

LORO-VERSAL siphonic drain base unit, for siphonic flow with planned completely filled pipe, according to DIN EN 1253 with
raised quality standard, with clamping flange as fixed and loose flange construction, made of stainless steel, with thermal
insulation and heating, consisting of drain pot, air strainer and loose flange, DN70

Datos del articulo

Cédigo EAN 4038088067772
Clase ETIM EC011398
Diametro nominal DN 70

Medidas exteriores 330 x 330 x 265 mm
(AxAXL)

Peso 7,00 Kg (STK)
Grupo de productos 4
Numero de arancel 73089098
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und einem Topf mit Luftsieb aus. Durch den grof3en
Umfang der Einlauféffnung erfolgt der optimale Einlauf
des Wassers per Freispiegelstromung von der
Dachflache in den Topf, was bereits bei geringer
Wasserhohe auf dem Dach fur einen erhéhten Abfluss
sorgt. Mit dem speziellen Luftsieb im Topf wird der
VERSAL Ablauf in einem LORO-X DRAINJET
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Descargas
Instrucciones de instalacién (PDF) Dibujo dimensional (PDF) Folleto (PDF)
Certificado (PDF) Ficha técnica del sistema LX 849 CAD 2D (DXF)

CAD (DWG)
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