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LORO-VERSAL SCHNELLABL.-GRUNDEINH.F.UMKE

LORO-VERSAL Quick Drain Basic Unit for Inverted Roofs made of stainless steel with heat insulation and
heating DN 70

Description

LORO-VERSAL siphonic drain base unit, for siphonic flow with planned completely filled pipe, according to DIN EN 1253 with
raised quality standard, with clamping flange as fixed and loose flange construction, made of stainless steel, with thermal
insulation and heating, consisting of drain pot, air strainer and loose flange, DN70

Données de l'article

Code EAN 4038088067772
Classe ETIM EC011398
Diamétre nominal DN 70

Dimensions 330 x 330 x 265 mm
extérieures (HXLxP)

Poids 7,00 Kg (STK)

Groupe de produits 4

Numéro tarifaire 73089098
douanier

Matériau | Couleur  Edelstahl, Silber
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- /PO A 250523 Die LORO-X Flachdachabléufe der Serie 21 zeichnen

5320 7 sich durch einen Grundkdérper mit groRer Einlauféffnung

und einem Topf mit Luftsieb aus. Durch den grof3en
Umfang der Einlauféffnung erfolgt der optimale Einlauf
des Wassers per Freispiegelstromung von der
Dachflache in den Topf, was bereits bei geringer
Wasserhohe auf dem Dach fur einen erhéhten Abfluss
sorgt. Mit dem speziellen Luftsieb im Topf wird der
VERSAL Ablauf in einem LORO-X DRAINJET
Schnellablaufsystem mit Druckstromung als Ablauf fir
Druckstrémung verwendet. Durch den Grundkorper mit
T 1 universellem Klemmflansch als Los- und
Festflanschkonstruktion konnen Abdichtungsbahnen

? aus Bitumen oder Kunststoff problemlos eingedichtet
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