> Produktovy datovy list
LORO_Produkt-Datenblatt_19602.CA0X_cz.pdf

Clanek 19602.CA0X
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LORO-X ADJUSTMENT PIECE FOR SIPHONIC FLOW DN 70/40
LORO balancing piece for pressurised water DN 70/40

Popis
LORO-DRAINJET compensating piece for siphonic flow, made of steel, hot-dip galvanized, long-life inside coating according
to DIN EN ISO 2178 on the basis of a 2-component epoxy combination, colour: red-brown, DN70/40

Udaje o artiklu

EAN kéd 4038088050194

ETIM tfida EC003024

Jmenovity prdmér DN 70, DN 40

Vnéjél’ rozméry 84 x 84 x 165 mm

(VxSxD)

Hmotnost 0,40 Kg (STK)

Skupina produktd 4

Celni sazebnik 73089098

Material /| Barva Stahl feuerverzinkt, Silber

Pokyny k pouZiti
kein Verwendungshinweis notwendig
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Rohrende leicht eingezogen ";
Werkstoff: E195 EN10305 feuerverzinkt g
und innen beschichtet H
]
Erstellt mit AUTOCAD 2004 f:.
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Vykres rozmérl (PDF) Prospekt (PDF) Certifikat (PDF)
CAD 2D (DXF) CAD (DWG)
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