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LORO-X ADJUSTMENT PIECE FOR SIPHONIC
LORO balancing piece for pressurised water DN 70/40

Beskrivelse

FLOW DN 70/40

LORO-DRAINJET compensating piece for siphonic flow, made of steel, hot-dip galvanized, long-life inside coating according
to DIN EN ISO 2178 on the basis of a 2-component epoxy combination, colour: red-brown, DN70/40
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Nedlastinger

Alles online
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Artikkeldata
EAN-kode

ETIM-klasse
Nominell diameter

Utvendige mal
(HxBxL)

Vekt
Produktgruppe
Tolltariffnummer
Materiale | Farge

Bruksanvisning

4038088050194
EC003024

DN 70, DN 40

84 x 84 x 165 mm

0,40 Kg (STK)
4

73089098

Stahl feuerverzinkt, Silber

kein Verwendungshinweis notwendig

Godkjenning (PDF)

Produktdatablad - LORO-X Online produktdatabase - https://www.loro.de/no/product/19602.CAO0X/

www.loro.de - infocenter@lorowerk.de

Sidel/1


https://www.loro.de/product/19602.CA0X/
https://www.loro.de/fileadmin/CADALT/19602.CA0X.pdf
https://www.loro.de/fileadmin/PDF/AKTUELL_172_ENG.pdf
https://www.loro.de/fileadmin/PDF/ZERT_LGA_LX_ENG.pdf
https://www.loro.de/fileadmin/CADALT/19602.CA0X.dxf
https://www.loro.de/fileadmin/CADALT/19602.CA0X.dwg
https://www.loro.de/no/product/19602.CA0X/
http://www.tcpdf.org

