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LORO-VERBUNDROHR ISOLIER-ANSCHLUSS-STCK,
LORO-Composite Pipe Insulation Connector DN 125

Description
LORO-DRAINJET compound pipe insulating piece, for connection of compound pipe to DRAINJET/DRAINLET flat roof drain,
DN125

Article information

EAN Code 4038088082423
ETIM Class EC003024
Nominal diameter DN 125

Outside 168 x 168 x 52 mm
measurements

(HXWxL)

Weight 0,70 Kg (STK)
Product group 4

Customs tariff 73089098

number

Material / Color Stahl feuerverzinkt, Silber
Usage note

12 Durchfiihrungstiile
| HV 101

! kein Verwendungshinweis notwendig

]

Aég

Zentrierring DN125

Werkstoff: E195 EN10305 feuerverzinkt
Dammung: 2 K PU-Schaum

st it AUTOCAD 2004

Tekdrungs .
19974125W

§| ooy
T
Downloads
Installation (PDF) CAD drawing (PDF) Brochure (PDF)
CAD 2D (DXF) CAD (DWG)

Alles online

Product data sheet - LORO-X Online Product Database - https://www.loro.de/en/product/19974.125X/

www.loro.de - infocenter@lorowerk.de Page1/1


https://www.loro.de/product/19974.125X/
https://www.loro.de/fileadmin/PDF/VERLEG_LFL_DL_DJ_ENG.pdf
https://www.loro.de/fileadmin/CADALT/19974.125X.pdf
https://www.loro.de/fileadmin/PDF/AKTUELL_172_ENG.pdf
https://www.loro.de/fileadmin/CADALT/19974.125X.dxf
https://www.loro.de/fileadmin/CADALT/19974.125X.dwg
https://www.loro.de/en/product/19974.125X/
http://www.tcpdf.org

