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LORO-DJ FLAT ROOF DRAIN SIPHONIC FLOW 2-PART. CLAMBING FLANGE,
VERTICAL, WITH THERMAL INSULATION AND HEATING DN 100

LORO-DRAINJET drain in stainless steel with two-part clamping flange with heat insulation and heater DN
100

Meprypaen

LORO-X DRAINLET flat roof siphonic drain, series 49(DJ), two-piece, with thermal insulation and heating, vertical outlet, for
main drainage with siphonic flow, discharge rate 27.0 I/s at 55 mm water level on the roof, with clamping flange as loose and
fixed flange construction including compression seals, for bituminous and plastic roofing sheets, DRAINJET hood made of
stainless steel, according to DIN EN 1253 with raised quality standard, proof of performance with standard-compliant testing
system with 4.2 m non-ventilated downpipe according to LX data sheet LX530, made of stainless steel, DN100
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GrolRe Dachflachen kénnen durch leistungsstarke
Systeme mit Druckstromung wirtschaftlich und sicher
entwassert werden. LORO-X Schnellablaufsysteme mit
H Druckstrémung werden durch die héhere

s Stromungsgeschwindigkeit mit kleineren

g Rohrdurchmessern bei gleichzeitig htherer
9

Abflussleistung betrieben. Die hohe

Strémungsgeschwindigkeit im Rohr erhéht dartiber

hinaus den Selbstreinigungseffekt. Einsatzgebiete

Industriedacher, Gewerbe, Warmdéacher, Kaltdacher,

% Kastenrinnen, Tiefpunktlinien, Schnellablaufsysteme,
e groRe Dachflachen, Stadien, Lagerhallen,

Kompressionsictung Logistikzentren.
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