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LORO-DL-ABL.F.FREISP.F.UMKEHRD.M.KLEMMFL
LORO-DRAINLET drain for inverted roof with clamping flange screen unit 495 mm DN 100

Beskrivelse

LORO-DRAINLET flat roof drain for inverted roof, for gravity flow, according to DIN EN 1253 with raised quality standard, with
clamping flange, as loose and fixed flange construction, made of stainless steel, vertical outlet, with thermal insulation, one-
piece, consisting of bottom part, loose flange, including compression seals and strainer unit for inverted roof, for installation

height 495 mm, consisting of strainer basket and strainer cover, made of stainless steel, DN100

T T U5 T P Y S (o1 0 o 7 o W e T

o S B SR

502

Siebdeckel
EDV-ArtNr. 19097.000X

rstellt mit AUTOCAD 2004

§ [ oo

Siebkord

—— EDV-ArtNr. 19095.000X

AN

Losflansch DN100

EDV-Art.Nr. 21905.100X

Kompressionsdichtun
‘ EDV-Art.Nr. 21810.125K

160
DN100

270

Wermedtmmung DN100

EDV-ArtNr. 19842.100X

Unterteil DN100

| EDV-ArtNr. 21971.100X

Nedlastinger

e [m]

Maltegning (PDF)
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Brosjyre (PDF)
CAD (DWG)

Artikkeldata
EAN-kode

ETIM-klasse
Nominell diameter

Utvendige mal
(HxBxL)

Vekt
Produktgruppe
Tolltariffnummer
Materiale | Farge

Bruksanvisning

4038088093757
EC011398

DN 100

300 x 300 x 708 mm

5,50 Kg (STK)

4

73072980
Edelstahl, Silber

kein Verwendungshinweis notwendig

Godkjenning (PDF)
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