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LORO-DL-NOT-ABL.FREISP.F.UMKEHRD.M.KLEMM
LORO-DRAINLET Emergency drain for inverted roof with clamping flange screen unit 495 mm DN 70
Popis
LORO-DRAINLET flat roof emergency drain for inverted roof, for gravity flow, according toaccording to DIN EN 1253 with
raised quality standard, with clamping flange, as loose and fixed flange construction, made of stainless steel, vertical outlet,
with thermal insulation, one-piece, consisting of bottom part, loose flange, including compression seals, pitot pipe and strainer
unit for inverted roof, for installation height 495 mm, consisting of strainer basket and strainer cover, made of stainless steel,
DN70

Údaje o artiklu
EAN kód 4038088093801
ETIM třída EC011398
Jmenovitý průměr DN 70
Vnější rozměry
(VxŠxD)

260 x 260 x 698 mm

Hmotnost 5,80 Kg (STK)
Skupina produktů 4
Celní sazebník 73072980
Materiál / Barva Edelstahl, Silber

Pokyny k použití
kein Verwendungshinweis notwendig

Ke stažení

Alles online

Výkres rozměrů (PDF) Prospekt (PDF) Certifikát (PDF)
CAD 2D (DXF) CAD (DWG)
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