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LORO-DL FLAT ROOF DRAIN MAIN-GRAVITY FLOW 2-PART. CLAMBING
FLANGE, SIDE, WITH THERMAL INSULATION AND HEATING DN 100

LORO-DRAINLET drain in stainless steel with clamping flange, two-part, side entry, with heat insulation
and heater DN 100

OnucaHwue

LORO-X DRAINLET flat roof drain, series 84(DL), two-piece, with thermal insulation and heating, lateral outlet 3 degrees, for
main drainage with gravity flow, discharge rate 6.1 I/s at 35 mm water level on the roof, with clamping flange as loose and fixed
flange construction including compression seals, for bituminous and plastic roofing sheets, DRAINLET hood made of stainless
steel, according to DIN EN 1253 with raised quality standard, proof of performance with standard-compliant testing system
with 4.2 m non-ventilated downpipe according to LX data sheet LX855, made of stainless steel, DN100

JaHHun 3a apTuKyna

EAN kop 4038088085899
ETIM knac EC011398
HomuHaneH DN 100

AnameTbp

BbHWHM pasmepn 300 x 438 x 332 mm
(BxLUxA)

Terno 8,10 Kg (STK)
MpoaykToBarpyna 4

MuTHUYecku 73072980
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Drainjethaube
[EDV~-Art.Nr. 21004.000X
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Losflansch DN100
EDV-Art.Nr. 21905.100X

3a6enexka 3a ynorpeba

Platzsparende MaRe ohne ,Topf* in der Dachflache und
ein hoher Abfluss durch die leistungsstarke LORO-X
Haube mit Belliftungsoffnungen zeichnen die LORO-X
DRAINLET® Hauptentwasserung und
Notentwasserung mit Freispiegelstrémung aus. Der
Klemmflansch als Los- und Festflanschkonstruktion ist
fur Abdichtungsbahnen (Ablauf) und Dampfsperren
(2-teilig) aus Bitumen und Kunststoff gleichermal3en
geeignet. Einsatzgebiete Flachdacher, Warmdécher,
Kaltdacher, befahrbare Dachflachen, Umkehrdéacher,
Dottt o Grundacher, Abdichtungsbahnen aus Bitumen und

e AP Kunststoff, Trapezblechdécher, Kastenrinnen.
EDV—Art.Nr. 21905.100X
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Kompressionsdichtung
EDV-ArtNr, 21810.125%

~~—_Ablaufkérper DN100

EDV—ArtNr. 21981.100X
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Warmedammung DN100 4
EDV-ArtNr. 19843.100X Ablaufkdrper DN100

EDV-ArLNr. 21987.100X

vorkonfektioniertes Heizbondkabel
EDV-ArtNr. 19853.000X
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