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LORO-ROHRDURCHF.M.AUFK.EINTLG.MIT WARMED
LORO-pipe penetration with backsplash one-piece with insulation vertical with clamping flange for plastic
DN 125

Description

LORO-DRAINLET Downpipe penetration for gravity flow, with upstand, according to DIN EN 1253 with raised quality standard,
with clamping flange, as loose and fixed flange construction, for plastic roofing sheets, made of stainless steel, with thermal
insulation, DN125

Données de l'article

Code EAN 4038088096802
Classe ETIM EC010599
Diamétre nominal DN 125
Dimensions 330 x 300 x 371 mm
extérieures (HXLxP)

Poids 6,70 Kg (STK)

Groupe de produits 4

Numéro tarifaire 73072980
douanier

Matériau | Couleur  Edelstahl, Silber

Note d'utilisation
kein Verwendungshinweis notwendig

Dessin dimensionnel (PDF) Brochure (PDF) CAD 2D (DXF)
CAD 3D (DWG) BIM 3D (STEP) BIM 3D (IFC)

.
Alles online

Fiche technique du produit - LORO-X Base de données produits en ligne - https://www.loro.de/fr/product/21825.125X/

www.loro.de - infocenter@lorowerk.de Page1/1


https://www.loro.de/product/21825.125X/
https://www.loro.de/fileadmin/CAD/21825.125X.pdf
https://www.loro.de/fileadmin/PDF/FLACHDACHENTWAESSERUNG_ENG.pdf
https://www.loro.de/fileadmin/CAD/21825.125X_2D.dxf
https://www.loro.de/fileadmin/CAD/21825.125X_3D.dwg
https://www.loro.de/fileadmin/BIM/LORO/STEP/21825.125X_3D.stp
https://www.loro.de/fileadmin/BIM/LORO/IFC3/21825.125X_3D.ifc
https://www.loro.de/fr/product/21825.125X/
http://www.tcpdf.org

