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Artikel 22302.070X

15.10.2026, 15:06 hod

LX-DJ BRANDSCHUTZNOTABLAUF 1-TLG DN70

LORO-DRAINJET fire protection emergency drain one-piece with stainless steel cover DN 70

Popis

LORO-X DRAINJET fire protection system, general building authority test certificate no. P-MPA-E-09-010, series 49(DJ), one-
piece, vertical outlet, for emergency drainage with siphonic flow, discharge rate 19.4 I/s at 75 mm water level on the roof, with
clamping flange as loose and fixed flange construction including compression seals, for bituminous and plastic roofing sheets,
DRAINJET hood made of stainless steel, according to DIN EN 1253 with raised quality standard, proof of performance with
standard-compliant testing system with 4.2m non-ventilated downpipe according to LX data sheet LX847, discharge rate 9.2
I/sec at 75 mm water level on the roof as spout according to system data sheet LX1107, made of stainless steel, DN70

Udaje o artikli

EAN kéd 4038088088913
ETIM trieda EC011398
Menovity priemer DN 70

VonkajSie rozmery 260 x 260 x 418 mm
(VXSxH)

Hmotnost’ 4,50 Kg (STK)
Skupina produktov 4

Colny sadzobnik 73072980
Material | Farba Edelstahl, Silber
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