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Artykut 55103.125N
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LORO-STANDR.CU.M.RD-SICH-UBERL.1000 MM,

LORO standpipe copper with round safety rim 1000 mm DN 125

Opis

LORO-N rain standpipe, made of copper according to DIN 1754/1786, round, with clean-out opening and clean-out cover with
safety overflow, with raised quality standard, with 2-chamber push-fit socket connection, building material class A1,
dimensionally stable, break-proof, backflow-safe, 1000 mm, DN125

Dane artykutu

Kod EAN 4038088061824
Klasa ETIM EC011533
Srednica nominalna DN 125
Diugosé/stopien 1000

nominalny

Wymiary zewnetrzne 152 x 172 x 1000 mm
(WxSxD)

Waga 10,90 Kg (STK)

Grupa produktéw 2
Numer taryfy celnej 74111010
Materiat | Kolor Kupfer, Kupfer

Wskazowki dotyczace uzytkowania
kein Verwendungshinweis notwendig

EEyrr——rs

620 160

1000

st mit AUTOCAD 2014

Werkstoff: SF~Cu DIN1754/1786

Pobieranie
Instrukcja montazu (PDF) Rysunek wymiarowy (PDF) Broszura (PDF)
CAD 2D (DXF) CAD (DWG)
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