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LORO-X STANDR.M.RD-SICH-UBERL.1000 MM,
LORO-X standpipe with round safety rim 1000 mm DN 125

Kuvaus

LORO-X rain standpipe, made of steel, hot-dip galvanized, round, with clean-out opening and clean-out cover with safety
overflow, according to DIN EN 1123, with raised quality standard, with 2-chamber push-fit socket connection, building material
class Al, dimensionally stable, break-proof, backflow-safe, long-life inside coating according to DIN EN ISO 2178 on the basis
of a 2-component epoxy combination, colour: red-brown, 2000 mm, DN125

Tuotetiedot
EAN-koodi 4038088060926

ETIM-luokka EC011386
Nimellishalkaisija DN 125
Nimellispituus/-aste 1000

Ulkomitat (KxLxS) 152 x 172 x 1000 mm

Paino 8,60 Kg (STK)
Tuoteryhma 2

Tullitariffin numero 73063018

Materiaali | Vari Stahl feuerverzinkt, Silber
Kayttéohje

LORO-X Regenstandrohre mit Reingungsoffnung und
Sicherheitstiberlauf bieten einen Basisschutz z.B. bei
Ruckstau aus der Grundleitung.
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Erstalt mit AUTOCAD 2004

ZETa
55103125W
o

Werkstoff: £195 ENI0305 feuerverzinkt
und innen beschichtet
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Asennusohje (PDF) Mittapiirustus (PDF) Esite (PDF)
Hyvaksynta (PDF) CAD 2D (DXF) CAD (DWG)
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