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LORO-X REGENSTR.M.HOCHLSTG.-SICHERHEITSU

LORO-X rain standpipe with high performance safety riprap 1500 mm DN100

Kuvaus

LORO-X rain standpipe, made of steel, hot-dip galvanized, round, with clean-out opening and clean-out cover with high-

performance safety overflow, with raised quality standard, long-life inside coating according to DIN EN ISO 2178 on the basis
of a 2-component epoxy combination, colour: red-brown, 1500 mm, DN150

Tuotetiedot

EAN-koodi 4038088102657
ETIM-luokka EC011386
Nimellishalkaisija DN 150
Nimellispituus/-aste 1500

Ulkomitat (KxLxS) 194 x 181 x 1500 mm

Paino 14,20 Kg (STK)
Tuoteryhma 2

Tullitariffin numero 73063018

Materiaali | Vari Stahl feuerverzinkt, Silber
Kayttéohje

LORO-X Hochleistungs-Sicherheitsiiberlauf (HSU) im
Regenstandrohr mit Reinigungsoffnung, DN 100. Der
neue LORO-X Hochleistungs-Sicherheitstberlauf
(HSU) in Verbindung mit einem LORO-X
Regenstandrohr bietet einen erhéhten Schutz vor
Ruckstau aus der Grundleitung in der Fallleitung der
Hauptentwéasserung. Funktionsweise Im Normalfall wird
das Wasser an dem HSU vorbei in die Grundleitung
geleitet. Durch die zum Patent angemeldeten, schrag
gestellten und rohrenéhnlichen Abflusséffnungen
(siehe Detailzeichnung im Aktuell 142) wird der Auslauf
im Normalfall verhindert. Bei Riickstau aus der
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Bis zu 9 I/s Abfluss im DN 100 Standrohr. Zum Patent
angemeldete réhrenéhnliche Abflussoffnungen. Auch
als Sanierungsstandrohr mit 110mm Auslauf.
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