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LORO-X REGENSTR.M.HOCHLSTG.-SICHERHEITSÜ
LORO-X rain standpipe with high-performance safety overflow 2000 mm DN125
Beskrivning
LORO-X rain standpipe, made of steel, hot-dip galvanized, round, with clean-out opening and clean-out cover with high-
performance safety overflow, with raised quality standard, long-life inside coating according to DIN EN ISO 2178 on the basis
of a 2-component epoxy combination, colour: red-brown, 2000 mm, DN125

Artikeldata
EAN-kod 4038088100660
ETIM-klass EC011386
Nominell diameter DN 125
Nominell längd/grad 2000
Yttermått (HxBxL) 152 x 180 x 2000 mm
Vikt 18,50 Kg (STK)
Produktgrupp 9
Tullnummer 73063018
Material / Färg Stahl feuerverzinkt, Silber

Användningsanvisning
LORO-X Regenstandrohr, aus Stahl, feuerverzinkt,
rund, mit Reinigungsöffnung und Reinigungsdeckel mit
Hochleistungs-Sicherheitsüberlauf, mit erhöhtem
Qualitätsstandard, langlebige Innenbeschichtung
gemäß DIN EN ISO 2178 auf Basis einer 2K-Epoxid-
Kombination, Farbton: Rotbraun, 2000 mm DN 100
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Monteringsanvisning (PDF) Måttritning (PDF) Broschyr (PDF)
Godkännande (PDF) CAD 2D (DXF) CAD 3D (DWG)
BIM 3D (STEP) BIM 3D (IFC)

Produktdatablad · LORO-X Online produktdatabas · https://www.loro.de/se/product/55204.125X/

Powered by TCPDF (www.tcpdf.org)

www.loro.de  ·  infocenter@lorowerk.de Sida 1 / 1

https://www.loro.de/product/55204.125X/
https://www.loro.de/fileadmin/PDF/VERLEG_LRR_ENG.pdf
https://www.loro.de/fileadmin/CAD/55204.125X.pdf
https://www.loro.de/fileadmin/PDF/AKTUELL_142.pdf
https://www.loro.de/fileadmin/PDF/ZERT_LGA_DACH_BALKON_ENG.pdf
https://www.loro.de/fileadmin/CAD/55204.125X_2D.dxf
https://www.loro.de/fileadmin/CAD/55204.125X_3D.dwg
https://www.loro.de/fileadmin/BIM/LORO/STEP/55204.125X_3D.stp
https://www.loro.de/fileadmin/BIM/LORO/IFC3/55204.125X_3D.ifc
https://www.loro.de/se/product/55204.125X/
http://www.tcpdf.org

