° DUANO OEDOUEVV TIPOIOVTOC
LORO_Produkt-Datenblatt_55694.CCOX_gr.pdf

Mpoidv 55694.CCOX

15.10.2026, 15:05

LORO-ABZWEIG QUADRATISCH DN II=LX-MUFFE

LORO-X branch square DN II=LX socket

Meprypaen

LORO-X branch, made of steel, hot-dip galvanized, in accordance with DIN EN 1123 with raised quality standard, building

material class A1, dimensionally stable, break-proof, square/round, long-life inside coating according to DIN EN ISO 2178 on
the basis of a 2-component epoxy combination, colour: red-brown, 87 degrees, DN70

Ztolxeio TtpoidvToq

Kwdikog EAN 4038088024188
Katnyopia ETIM EC003025
OVOMOOTIKN DN 70, DN 70
OIGMETPOG
OVOUOOTIKO 87
HRKog/poipeg
EEWTEPIKEG 76 x 155 x 220 mm
diactaaoelg (YxMNxM)
Bdipog 1,40 Kg (STK)
Opdda poidviwy 1
A0GUOAOYIKOG 73089098
apIdpog
YAIKO | Xpoua Stahl feuerverzinkt, Silber
Znueion xpnong
LORO-X Abzweige qudratisch/rund eignen sich zum
seitlichen Einleiten von runden LORO-X Rohren z.B.
von Balkonen in eine quadratische LORO-X Fallleitung.
|
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Werkstoff: S235 JRH, E195 EN10305 é
feuerverzinkt und innen beschichtet H
Erstellt mit AUTOCAD 2004 g
MaBstab Zul. Abw. | Benennung Zeichnungs Nr. S|
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