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Articulo 58332.150X

16.10.2026, 01:30

LORO-X SILENT COMPOSITE BEND 45 DEGREE DN 150
LORO-Composite pipe bend SILENT 45 degrees DN 150

Descripcién

LORO-X compound pipe bend, SILENT version, for increased sound-damping, consisting of: Inner pipe (LORO-X pipe, made
of steel, hot-dip galvanized, in accordance with DIN EN 1123 with raised quality standard, with 2-chamber push-fit socket
connection, building material class A1, dimensionally stable, break-proof, backflow-safe, long-life inside coating according to
DIN EN ISO 2178 on the basis of a 2-component epoxy combination, colour: red-brown), sound insulation mat (attached to
inner pipe) insulation layer (PU hard foam B2, CFC-free) and outer pipe (LORO-X pipe, hot-dip galvanized) 45 degrees,
DN150

Datos del articulo

Cédigo EAN 4038088026342
Clase ETIM EC003024
Diametro nominal DN 150
Longitud/grado 45

nominal

Medidas exteriores 219 x 297 x 352 mm
(AxAXL)

Peso 8,00 Kg (STK)

Grupo de productos 3
Numero de arancel 73089098

aduanero
Material / Color Stahl feuerverzinkt, Silber
Nota de uso
Silent fur erhdhte Schallschutzanforderungen
Doppelwandiges Abflussrohr, DN 40 - DN 150
bestehend aus:Innenrohr mit Schallschutzfolie,PU-
Dammschicht, Baustoffklasse B2, FCKW-
’ frei,Au3enrohr (Innenrohr- und Auf3enrohr aus LORO-X
ﬂ Stahlabflussrohr) Achtung: Sonderanfertigung - keine
H Lagerware.
I/ :
S I selbstklebende Terodem 5500 g
| 3 | %
8 |
{ T N
T i
159 5
Rohrende leicht eingezogen g
g
AuBenrohr: P235 TR1 EN10217-1 feuerverzinkt %
Innenrohr: E195 EN10305 feuerverzinkt 1
. und innenbeschichtet %
Erstellt mit AUTOCAD 2004 Dammung; :2 K-FU-Schaum ié
MaBstab Zul. Abw. Benennung Zeichnungs Nr. &
1:2.5 |oW EN123-2 f Verbyndrohr—Silent DN150 58332150W |3
2013 | Tag Name Bogen 45" Ersatz fir:
(Gez. 10.06. Koeh
Gogr. EDV-Art.Nr. 58332.150X | ersetzt durch: E|
INorm. 58332150W.0WG 5
Bauvorhaben $
§| g | Tog | Nome @ h
Descargas
- Instrucciones de instalacién (PDF) Dibujo dimensional (PDF) Folleto (PDF)
CAD 2D (DXF) CAD (DWG) BIM IFC4 (parametrisch)
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